
ITEM
NO.

PART
NO.

DESCRIPTION

1 11952 Valve Assembly 
1A 17144 Hanger Loop with Screw B570, B571
2 05240 Collar O-Ring
3 10744 Hose Ass’y w/ 1/2” Male Quick Connect
4 10802 Female 1/2” Female Quick Connect 

4A 09073 O-Ring for Quick Connect
5 10800 Extension Applicator

5A 14595 Horn
6 06978 Hose Gasket (O-Ring)
7 00160 Ring Pin, Stainless Steel
8 00532 Chain (Nylon) for Ring Pin
9 01387 Lock Wire Seal (Yellow)

10 07762 Lever & Rivet 
11 01563 Rivet Only for Lever
12 09020 Handle & Rivets
13 01564 Rivets Only for Handle (2 Required)
14 03965 Gauge  - 195 PSI
15 06093 Valve Stem Assembly
16 00383 Spring - 570, 571

17139 Spring - B570, B571
17 17215 Downtube/Retainer Ass’y - 570, 571

17214 Downtube/Retainer Ass’y - B570, B571
18 23068 Strap & Clip - 570, 571

20572 Strap & Clip - B570, B571
19 12383 Protective Ring for 7” Cylinder 570, 571

12952 Protective Ring for 8” Cylinder B570, B571
20 08281 Label (Fire Ratings) - 570/B570

10853 Label (Fire Ratings) - 571/B571
All Valve Assemblies include Valve Body, Gauge, Lever and 
Handle

PARTS	LIST
for

30	lb.	Class	D
Extinguisher	Models
570 - Sodium Chloride (Super D)
B570 - Sodium Chloride (Super D)
571 - Copper
B571 - Copper

(Optional)
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* To replace old style hose use 10744 
and 10800.
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