
MODEL DIAMETER WEIGHT AMPS KW #1HM 
 (IN.) (LBS) (COLD) (REQ’D) (LBS)
WIN-30DSG 30” 1000 18 4.0 575

WIN-40DSG 40” 1700 32 7.4 1250

WIN-48DSA 48” 3100 47 10.9 2150

WIN-48EDSA 48” 3300 48 11.1 2300

WIN-48LDSA 48” 2900 45 10.4 2075

WIN-58DSA 58” 4250 67 15.5 3350

WIN-58EDSA 58” 4700 69 15.9 3675

WIN-58LDSA 58” 3950 66 15.2 3150

WIN-63DSA 63” 5625 78 18.0 4250

WIN-63LDSA 63” 5375 75 17.3 3875

WIN-68DSA-F 68” 6400 90 20.7 4775

WIN-68EDSA-F 68” 6825 94 21.7 4900

WIN-68LDSA-F 68” 6000 88 20.3 4650

WIN-72DSA 72” 8450 111 25.6 5750

WIN-72LDSA 72“ 7750 108 24.9 5625

OPTIMAG “D” SERIES
(DSA & EDSA MAGNETS)
• Fabricated Steel Case

• 230 VDC

• Aluminum strap coil

• Includes chains and lead

• 30 DSG & 40 DSG fits Young Grapples

OPTIMAG “L” SERIES
(LDSA MAGNETS)
• Fabricated Steel Case

• 230 VDC

• Aluminum strap coil

• Includes chains and lead

SCRAP HANDLING
MAGNETS

Information displayed is for reference purposes only and is based on data provided by equipment manufacturers or distributors. 
Manufacturers may change specifications and consumers are to confirm the most recent information before finalizing a purchase.
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